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3 Lighting
5 Autonomous safety lighting

1 ATEX safety lighting LED for zone 1 and 21

The use of LEDsin emergency lighting represent savings of 71% compared 
to the frequently used 8W TL-lamp. In addition they generate a stable 
100% light current. The life span of more than 80,000 hours renders this 
explosionproof fi tting virtually maintenance-free. Testing autonomous safety 
lighting in dangerous zones requires special procedures and is very labour 
intensive. A safety lighting with active self-testing considerably increases 
safety. The fi tting tests its emergency function, the lamp and battery itself 
at regular intervals. The status and potential errors are clearly signalled by 
means of a 2-coloured LED. The battery can be replaced in the dangerous 
zone without any extra measures. This fi tting can be used in a permanent 
as well as in a non-permanent execution.
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On request

• pictograms 
• version (11W, 19W) for +55°C

Specifi cations

Housing glass-fi bre reinforced polyester
Cover polycarbonate
Seal silicone
Protection IP66
Voltage 220-240V/50-60Hz
Electrical connection max. 2,5mm²
Autonomy 1 or 3 hours
Battery NiCd
Self-test function standard
Cable entry 2 x M25 (1 gland, 1 plug)
Mounting fi xing brackets 2 x Ø8mm
Guideline ATEX
Manufacturer Schuch

Ordering data

Code Power Autonomy Luminous fl ux Emergency service Ambiant temperature Weight
e856FL05/1/1,6 LED 6W 1 hour 510 lumen 510 lumen -30°C - +55°C 5,4 kg

e856FL05/3/2,5 LED 6W 3 hours 510 lumen 260 lumen -30°C - +55°C 5,4 kg

e856FL10/1/1,6 LED 11W 1 hour 1060 lumen 560 lumen -30°C - +40°C 5,4 kg

e856FL10/3/2,5 LED 11W 3 hours 1060 lumen 260 lumen -30°C - +40°C 5,4 kg

e856FL20/1/1,6 LED 19W 1 hour 2050 lumen 560 lumen -30°C - +40°C 5,5 kg

e856FL20/3/2,5 LED 19W 3 hours 2050 lumen 260 lumen -30°C - +40°C 5,6 kg

Dimensional sketches


